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New crystal structures are frequently derived by performing ionic substitutions on known crystal struc-
tures. These derived structures are then used in further experimental analysis, or as the initial guess for
structural optimization in electronic structure calculations, both of which usually require a reasonable
guess of the lattice parameters. In this work, we propose two lattice prediction schemes to improve
the initial guess of a candidate crystal structure. The first scheme relies on a one-to-one mapping of spe-
cies in the candidate crystal structure to a known crystal structure, while the second scheme relies on
data-mined minimum atom pair distances to predict the crystal volume of the candidate crystal structure
and does not require a reference structure. We demonstrate that the two schemes can effectively predict
the volumes within mean absolute errors (MAE) as low as 3.8% and 8.2%. We also discuss the various fac-
tors that may impact the performance of the schemes. Implementations for both schemes are available in
the open-source pymatgen software.
 2018 Elsevier B.V. All rights reserved.1. Introduction
To generate new materials that may potentially possess supe-
rior properties, a common strategy both experimentally and com-
putationally is to perform partial or complete substitution of
various species in a known crystal. The selection of substituents
can be made either based on chemical intuition or by using quan-
titative data-mined substitution probabilities [1]. The derived can-
didates are then used for further experimental analysis (e.g., in the
refinement of X-ray diffraction patterns), or as an initial guess to
electronic structure calculations to determine its phase stability
[2] and other application-specific properties [3–7], for example,
for energy storage [4,8–11], solid-state lighting [12], thermo-
electrics [13,14], catalysis [15], etc. [16,17]. In these analyses, a
reasonable guess of the initial lattice parameters is necessary. For
instance, the first step in the computational evaluation of any
new candidate crystal involves the optimization of the lattice
parameters and atomic positions to obtain the equilibrium geom-
etry, and the closer the initially supplied lattice parameters and
atomic positions are to the final equilibrium structure, the more
likely the structure will converge at a reasonable speed.
For ionic-substitution-derived candidates, one often sets the
initial lattice parameters and atomic positions to be identical tothose of the parent structure. In cases where there are substantial
size differences between the substituent and original atoms (e.g.,
for anion substitutions), this suboptimal guess can lead to large
errors in structure refinement, as well as slow, or even failures
in, convergence. As another use case of lattice scaling, many data
mining descriptors, e.g., density, packing fraction, require knowl-
edge of the cell volume. If one is canvassing new chemical com-
pounds with data mining and requires knowledge of a descriptor
that is cell-volume dependent, schemes that can provide accurate
estimates of the cell parameters are highly desirable.
In this work, we propose two prediction schemes to provide
improved estimates of the lattice lengths (and hence, volume) of
a candidate crystal structure. The first scheme, which relies on a
one-to-one mapping of species in the candidate crystal structure
to a known crystal structure, is able to achieve very low mean
absolute errors (MAEs) of 3.8% in the volume, whereas the second
scheme, which relies on data-mined minimum atom pair dis-
tances, can achieve a MAE of 8.2%. We will also discuss the various
factors that may impact the performance of the schemes.2. Lattice length scaling schemes
2.1. Reference lattice scaling scheme
In the first scheme, we focus on new materials that are derived
from ionic substitutions of a known crystal, i.e., the atomic posi-
tions and lattice parameters of the parent structure are known
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to this scheme as the ‘‘reference lattice scaling (RLS) scheme”.
Assuming that there are no large changes in lattice angles and
atomic positions, our hypothesis is that the lengths of the lattice
vectors {ai} are proportional to the sum of the atomic density-
weighted atomic radii of the species in the crystal structure, as
follows,
ai /
X
k
rk  ðNkÞ1=3;
where Nk and rk are the number of atoms of specie k in the cell and
the atomic radius of specie k, respectively, and the factor of 1/3 con-
verts the volume density to a length density. Here, the atomic radii
refer to one of the commonly used definitions of ionic, covalent or
Van der Waals radii. We will discuss the selection of radii in a later
section. We have observed a similar relationship for the case of
bournonite (CuPbSbS3) family in our recent work, where the com-
puted cell volume for over 300 substitutions was approximately
proportional to the sum of atomic volumes determined by the com-
position [18].
The relationship between the lattice lengths of a derived struc-
ture {adi } can then be related to the parent structure {a
p
i } as follows:
adi
api
¼
PN
k¼1r
d
k  ðNdkÞ
1=3
PN
k¼1r
p
k  ðNpkÞ
1=3 ¼ ar ð1Þ
where the superscripts d and p are used to label parameters for the
derived or parent structures, respectively. Similarly, one can
demonstrate that the ratio between the volume of the derived
structure Vd and the parent structure Vp is given as follows:
Vd
Vp
¼
PN
k¼1r
d
k  ðNdkÞ
1=3
PN
k¼1r
p
k  ðNpkÞ
1=3
" #3
¼ a3r ð2Þ
Fig. 1(a) illustrates the schematic application of RLS to a derived
structure as an example, in which the initial cell parameters {adi }
are scaled by the factor ar defined in Eq. (1).
2.2. Data-mined lattice scaling scheme
Unlike RLS, the second scaling scheme for a new material does
not require computational or experimental knowledge of a refer-
ence crystal. As the predicted crystal parameters are determined
based on a data-mining approach, we refer to this second scheme
as the ‘‘data-mined lattice scaling (DLS) scheme”
For a given crystal structure X, we scale its lattice parameters by
a factor determined based on the data-mined predicted atom pair
distance between two atoms in X versus their initial distance. Here,
any atoms within 4 Å are considered as potential atom pairs.)a(
No volume scaling
Vp Vd = Vp
Vd = αr3Vp
RLS
αr > 1{ri}
Fig. 1. Schematics of the lattice scaling from (a) reference lattice scaling (RLS) scheme,
defined in Eqs. (1) and (4), respectively.In the data-mined predictor, the distance associated with two
species i and j, dij, is parameterized as
dij ¼ ri þ rj þ rXki þ rXkj ð3Þ
where rX is the standard deviation of Pauling electronegativity of
all the species in structure X, called the ‘‘electronegativity spread”.
The electronegativity spread is intended to be a measure of ‘‘struc-
tural ionicity”: rX equals zero for any pure element while rX is large
for highly ionic compounds (e.g., rX ¼ 1:5 for LiF). The parameters ri
and ki are specie dependent, and are derived from fitting {(ri, ki)} via
linear regression on a large training set of observed atom pair dis-
tances. In this work, we acquired a large training set of 23,721
thermodynamically-stable (i.e., energy above hull (Ehull) [2,19,20]
= 0 meV/atom) crystal structures from the Materials Project (MP)
database and ran an iterative fitting procedure to determine the
{(ri, ki)} parameters. The fitting procedure and the performance of
the DLS on the training set are given in Supplementary Information
(SI). We expect the fitted ri to be approximately equal to the atomic
radius (rc) because ri represents the contribution of an atom to the
atom pair distances in the absence of any electronegativity spread
(rX = 0), i.e., in a pure element. The fitted ki is an adjustment factor
based on rX in a material that allows the atomic radius to change in
more electronegative compounds to provide a continuous measure
of ionic radius and we expect that ki becomes negative for cations
and positive for anions. The associated fitted values are tabulated
in Table S1.
After the set of parameter pairs {(ri, ki)} are trained, the pre-
dicted lattice parameters for any input crystal structure with initial
lattice parameters {ai} and atom pair distances {dij} can be esti-
mated as aDLSi ¼ ad  ai, where the lattice scaling factor ad is com-
puted from the ‘‘most constrained atom distance” as follows,
ad ¼max
dDLSij
dij
( )
ð4Þ
where dDLSij is the predicted minimum distance two atoms computed
using parameters {(ri, ki)}. Thus, the algorithm simultaneously
enforces two conditions: (i) no two atoms are closer than their min-
imum predicted distance dDLSij , preventing ‘‘too small” volumes, and
(ii) at least one pair of atoms are at precisely their minimum pre-
dicted distance, preventing ‘‘too large” volumes. Fig. 1(b) depicts
the schematics of DLS.
3. Selection of test set
To evaluate the performance of our proposed schemes, we
selected a test set of 3112 structure pairs (Sp, Sd) from 309 struc-
tural prototypes in the 2016 version of Inorganic Crystal Structure
Database (ICSD) [21]. Sp and Sd refer to the parent and derived)b(
DLS
V0 V = αd3V0
{di}
αd > 1
and (b) data-mined lattice scaling (DLS) scheme. The scaling factors ar and ad are
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set are subject to the following constraints.
(i) They are unique by the fact that each of them is mapped to
the parent structure with the lowest electronegativity (v)
difference.
(ii) They have Ehull less than 50 meV/atom. This is to avoid the
inclusion of unstable phases, some of which are synthesized
under high pressure conditions, within the test set.
(iii) They have an associated DFT-PBE computed volume avail-
able in the MP database.
(iv) They do not contain noble gas species.
(v) Only like-charge substitutions are allowed, i.e., no substitu-
tions of cations with anions are allowed.Fig. 2. (a) Distribution of appearing species in the derived structures of the entire tes
structures of the test set in a log scale, with red (yellow) corresponding to a high (low) val
value are highlighted in grey. (For interpretation of the references to color in this figureIt should be noted that for DLS, only the derived structures {Sd}
are used in the evaluation because it does not require knowledge of
the ionic substitutions.
We also evaluate the performance of both lattice scaling
schemes on compounds that are thermodynamically stable. For
this, we select a subset of the test set such that all parent and
derived structures in the subset have Ehull = 0 meV/atom, creating
a set of 2129 derived structures. We denote this subset as ‘‘stable
test set” in the following.
The distribution of species and number of species in the
test set are presented in Fig. 2. We find that the majority
are ternary and quaternary compounds (see Fig. 2(a)), and
they have a reasonably good coverage of elements in thet set. (b) Color map indicates frequency of each element appearing in all derived
ue. The corresponding values for the elements are also provided. Elements with zero
legend, the reader is referred to the web version of this article.)
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oxygen (Fig. 2(b)).
4. Performance evaluation
In this section, we present the performance of both lattice scal-
ing schemes using the test set. For comparison, we also estimate
the volume prediction error of a commonly used procedure, in
which the cell volume of the derived structure is simply set as that
of the parent structure (see also Fig. 1(a)). We refer to this scheme
as the ‘‘unscaled reference lattice scheme”.
4.1. Reference lattice scaling scheme (RLS)
The DFT-PBE volume prediction errors of RLS using ionic radii
and covalent radii were evaluated. Here, the volume prediction
error is the percentage error of the predicted volume compared
to the actual value. Fig. 3(a) and (b) (Table 1) shows the histogram
of prediction errors for the entire test set (Ehull  50 meV/atom).
Similarly, Fig. 4(a) and (b) (Table 2) present the same results forRLS
(Ionic radii)
(c)
DLS
(MP-trained)
)a(
Fig. 3. Histograms of the DFT-PBE volume prediction error of the entire test set (E
structures) using (a) RLS with ionic radii, (b) RLS with covalent radii, (c) DLS, and (d) unsc
Table 1.
Table 1
Key variables that describe the histogram of DFT-PBE volume errors of the test sets selected
of RLS, DLS, and unscaled reference lattice schemes. In these test sets, all structures have
Reference selection Scheme M
Minimum electronegativity difference RLS + ionic radii 3
RLS + covalent radii 4
DLS 8
Unscaled 9
Maximum electronegativity difference RLS + ionic radii 8
RLS + covalent radii 1
DLS 8
Unscaled 3the stable test set (Ehull = 0 meV/atom). We find that RLS using
ionic radii leads to the lowest MAE of 3.8% for the prediction error,
lower than that using covalent radii (4.9%). For the unscaled refer-
ence lattice scheme, however, the MAE is significantly higher
(9.3%). We also note that the distribution of prediction error
depends only weakly on the selected Ehull threshold.
The ICSD experimental volume prediction error with RLS using
the same training set was also evaluated. The results are given in
Fig. S3(a) and (b) (Table S4) for the entire test set (Ehull  50
meV/atom), and Fig. S4(a) and (b) (Table S5) for the stable test
set (Ehull = 0 meV/atom) in SI. Once again, RLS using ionic radii
has the lowest MAE of 4.3%, lower than that using covalent radii
(5.7%) and that without lattice scaling (9.0%). This confirms the
general applicability of the proposed RLS scheme to both ICSD
experimental volumes as well as DFT relaxed volumes.
We note that the relatively small prediction error of the
unscaled reference lattice scheme (<10%) is mainly due to the fact
that we used the structure with the smallest mean absolute elec-
tronegativity difference as the reference. As an example, in calcu-
lating the error in the predicted volume of LiF, the volume of NaFRLS
(Covalent radii)
(d)
Unscaled
)b(
hull 6 50 meV/atom, minimum electronegativity difference criterion for reference
aled reference lattice scheme. Key variables of the error distribution are also listed in
using (i) minimum and (ii) maximum electronegativity difference criteria in the cases
Ehull 6 50 meV/atom.
AE (%) r (%) Max. error (%) Min. error (%)
.8 6.5 104 63.3
.9 8.1 134 77.8
.2 11.1 74.9 50.7
.3 16.4 179 72.7
.4 13.1 200 66.7
5.1 23.8 423 80.7
.2 11.1 74.9 50.7
0.2 49.1 452 81.9
RLS
(Ionic radii)
RLS
(Covalent radii)
)d()c(
DLS
(MP-trained) Unscaled
)b()a(
Fig. 4. Histograms of the DFT-PBE volume prediction error of the stable test set (Ehull = 0 meV/atom, minimum electronegativity difference criterion for reference structures)
using (a) RLS with ionic radii, (b) RLS with covalent radii, (c) DLS, and (d) unscaled reference lattice scheme. Key variables of the error distribution are also listed in Table 2.
Table 2
Key variables that describe the histogram of DFT-PBE volume errors of the test sets selected using (i) minimum and (ii) maximum electronegativity difference criteria in the cases
of RLS, DLS, and unscaled reference lattice schemes. In these test sets, all structures have Ehull = 0 meV/atom.
Reference selection Scheme MAE (%) r (%) Max. error (%) Min. error (%)
Minimum electronegativity difference RLS + ionic radii 3.9 6.7 104 51.0
RLS + covalent radii 5.3 8.8 134 57.3
DLS 8.0 10.8 52.5 50.7
Unscaled 9.7 17.2 179 64.2
Maximum electronegativity difference RLS + ionic radii 7.9 11.9 83.7 49.2
RLS + covalent radii 14.1 20.6 185 65.0
DLS 8.0 10.8 52.5 50.7
Unscaled 27.9 45.4 452 81.9
188 I.-H. Chu et al. / Computational Materials Science 146 (2018) 184–192is used instead of that from KF. Given that elements with similar
electronegativities tend to have similar radii, it is therefore not sur-
prising that the volumes from the unscaled reference lattice
scheme are relatively good estimates. Nevertheless, the RLS
scheme still outperforms the unscaled scheme by more than a fac-
tor of 2. To probe the effect of choice of the reference structure, we
performed the same analysis using structure pairs with the maxi-
mum mean absolute electronegativity difference as an evaluation
of the performance of the RLS under the worst-case scenario. The
resulting MAE for the test set (Ehull  50 meV/atom) using DFT-
PBE volumes are 8.4%, 15.1% and 30.2% for RLS using ionic radii,
RLS with covalent radii, and unscaled reference lattice scheme,
respectively (see Table 1). The associated prediction error distribu-
tions are provided in SI (see Fig. S5). In other words, the RLS
scheme outperforms the unscaled scheme by an even greater mar-
gin if non-ideal reference structures (as defined by electronegativ-
ity difference) are used.
Unless otherwise specified, we will henceforth discuss only the
results of the RLS scheme using the ionic radii and the test set with
the minimum mean absolute electronegativity difference. Weshould note that if the ionic radii of some species are not available,
the covalent radii can be used as an effective fallback for the RLS
scheme.
Fig. 5 plots the RLS prediction error of the entire test set vs. (a)
composition-weighted average ionic radii difference Dr, and (b)
ionic volume ratio difference (Dg ¼ jgd  gpj, where
g ¼ 4p3
P
ir
3
i
 
=V) between the derived and parent structures. Here,
DFT-PBE volumes are used in the analysis. Overall, we observe
from these plots that the distribution of the structure pairs is con-
centrated in a narrow region (indicated as red) where both the pre-
diction error and the factors studied, i.e., ionic radii difference and
ionic volume ratio difference, are small.4.1.1. Analysis of outliers
When DFT-PBE volumes are used, we find that there are three
outliers, i.e., structure pairs where the absolute volume prediction
error is >50%: (i) BiF3 (mp-23237, Pnma) from AsF3 (mp-28027,
Pna21), with prediction error 100%; (ii) AsF3 (mp-28027, Pna21)
from BiF3 (mp-23237, Pnma), with prediction error  51%; (iii)
Fig. 5. (a) RLS DFT-PBE volume error as a function of (a) composition-weighted average ionic radii difference Dr, and (b) ionic volume ratio difference (Dg) for the entire test
set with minimum electronegativity difference. Here, color map is used to indicate the number of data points within each given region, with red (blue) corresponding to a
high (low) value. No points fall in the white region. (For interpretation of the references to color in this figure legend, the reader is referred to the web version of this article.)
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tion error  63%. In all these cases, either the parent or derived
structure is a molecular crystal. When ICSD volumes are used,
there are three additional outliers. One of them is BeO (mp-1778,
F43m) from CoO (mp-24864, F43m), in which we find that the
experimental volume of BeO is from high-pressure synthesis. For
the other two outliers, the derived structures are obtained via alio-
valent substitution, and the corresponding volume prediction
errors are slightly above 50%.
4.2. Data-mined lattice scaling scheme (DLS)
The MAE of DLS error of the entire test set using DFT-PBE vol-
umes is 8.2%. We note that this error is very similar to the com-
puted MAE for the training set (8.1%, see SI), which was obtained
using the {{ri, ki}} fitting procedure on a wider spectrum of com-
pounds in the MP database. Fig. 3(c) (Table 1) depicts the perfor-
mance for the entire test set (Ehull  50 meV/atom), while Fig. 4
(c) (Table 2) presents results for the stable test set (Ehull = 0 meV/
atom). Overall, the MAE of the volume error is reduced when the
DLS scheme is applied (8.2%) compared to the unscaled reference
lattice scheme (9.3%). We note that the distribution of prediction
error with Ehull  50 meV/atom is very similar to that with Ehull =
0 meV/atom, confirming that the DLS scheme generalizes well to
metastable compounds.
The advantage of using DLS is magnified when the test set is
obtained with the maximum electronegativity difference. In this
case, the 8.2% MAE of DLS vastly outperforms that of the unscaled
lattice reference scheme (30.2%) and is even comparable to that ofFig. 6. DLS DFT-PBE volume prediction error as a function of the standard deviation of Pa
meV/atom. Here, color map is used to indicate the number of data points within each giv
white region. (For interpretation of the references to color in this figure legend, the readthe RLS method with ionic radii (8.4%) despite not having prior
information about a reference structure.
We also tested the performance of DLS in predicting ICSD vol-
umes rather than DFT-PBE volumes. Strictly speaking, one should
refit the {{ri, ki}} parameters for this situation. However, we verify
the transferability of existing parameters by instead simply includ-
ing an additional scaling factor of 1.05 that accounts for the fact
that DFT-PBE tends to result in lattice volumes that are 5% larger
than experiments [22]. In this case, the MAE of DLS error for the
entire test set (Ehull  50 meV/atom) is 9.7% (see Fig. S3(c) and
Table S4 in SI), while the MAE for the stable test set (Ehull = 0
meV/atom) is 8.8%, as shown in Fig. S4(c) and Table S5 in SI.
Although the MAE of DLS prediction error is similar to that of the
unscaled reference lattice scheme (with knowledge of a ‘‘good” ref-
erence), the number of outlier cases are greatly reduced, as
observed in Figs. S3 and S4.
Fig. 6 plots the DFT-PBE volume prediction error of DLS vs. the
standard deviation of Pauling electronegativity in a given structure
X (rX, see Fig. 6(a) for Ehull  50 meV/atom; and Fig. 6(b) for Ehull =
0 meV/atom). Overall, the plots reveal that there is no major corre-
lation between the DLS error and the electronegativity spread. In
addition, there is no clear trend between the prediction volume
error and number of atoms (Fig. S6) and/or number of species
(Fig. S7).4.2.1. Analysis of outliers
There are 4 outliers (absolute error >50%) when DFT-PBE
volumes are used: (i) CsV5S8 (mp-985699, C2/m), (ii) CsCr5S8
(mp-540569, C2/m), (iii) CsMnO4 (mp-18994, Pnma), (iv) HgF2uling electronegativity rX for test set with (a) Ehull 6 50 meV/atom and (b) Ehull = 0
en region, with red (blue) corresponding to a high (low) value. No points fall in the
er is referred to the web version of this article.)
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scaling is based on the Cs-Cs which is one of the poorest predicted
atom pair distances using this model. For (iii), the volume predic-
tion for CsMnO4 is based off the Mn-O atom pair distance, which
overestimates the atom pair distance at approximately 1.85 Å
while the actual distance is approximately 1.6 Å – the mean dis-
tance of Mn-O in the database is 1.85 Å. This is likely due to an
unusual formal oxidation state of Mn6+ in this compound. For
(iv), the volume prediction for HgF2 is based on the F-Hg atom pair
distance, estimated at 1.93 Å vs actual distance of 2.44 Å.
There are an additional 25 outliers when ICSD volumes are used
in conjunction with the additional scaling factor (1.05). Of these, 23
of the ICSD predicted volumes have a greater than 25% difference
compared to the DFT-PBE prediction (19 are greater than 50% dif-
ference). The two other outliers are (i) CsCr5S8 and (ii) HgF2, which
are explained above.4.3. Error comparison between RLS and DLS on the test set
Fig. 7 compares the volume prediction error of RLS versus that
of DLS, in which the outliers presented in the previous section,
i.e. those with prediction error >50%, are highlighted. We find that
there are no common outliers for both RLS and DLS schemes. More-
over, our results suggest that DLS tends to outperform RLS for the
case of molecular crystals, e.g. AsF3 (mp-28027, Pna21) and CO2
(mp-556034, Pbcn), which are the major outliers identified for
the latter scheme. However, for compounds containing species
with multiple oxidation states, e.g. Mn, DLS can lead to much
higher prediction error than that of RLS, e.g., CsMnO4 (mp-18994,
Pnma).4.4. Performance in DFT structural optimizations
Given that RLS using ionic radii outperforms other lattice scal-
ing schemes, we here estimate its effect on convergence in full
DFT structural optimizations where the cell volume, cell shape
and ionic positions are all relaxed. The computational details are
provided in SI for interested readers. We selected one structure
pair per prototype from the test set that has at least 25 atoms
per unit cell. For each structure pair (SA, SB), we generate two
derived structures, (i) SA⁄ from SB, and (ii) SB⁄ from SA. As the opti-
mization approach also plays an important role in the convergence
speed of DFT relaxations, we compare the performance of two
widely used optimization approaches: (i) the conjugate gradient
(CG) approach, and (ii) the quasi-Newton (QN) approach. For each
derived structure, the DFT relaxation is performed under four con-Fig. 7. Comparison of prediction errors between DLS and RLS using the DFT-PBE
volumes of the entire test set. Dotted lines mark the 50% error cutoff. Outliers with
absolute error greater than 50% for each prediction scheme are labeled.ditions, (i) RLS + QN approach, (ii) RLS + CG approach, (iii) unscaled
reference lattice scheme + QN approach, and (iv) unscaled refer-
ence lattice scheme + CG approach. In the end, there are 169
derived structures in which DFT relaxation is properly converged
under all four conditions.
We first estimated the initial volume error percentage (DVerr) of
RLS with respect to unscaled reference lattice scheme,
DVerr ¼ ðjVunscaled  Vtruej  jVRLS  VtruejÞ=Vtrue, where a positive
value indicates a smaller initial volume error by RLS than that
without lattice scaling. Fig. 8(a) plots the distribution of DVerr of
the selected 169 derived structures. 110 out of them have positive
DVerr . This ratio (65%) is slightly lower to that when the entire
test set is considered, in which 2321 out of 3112 structures
(75%) have positive DVerr . This suggests that RLS generally
improves the initial volume of the derived structures.
We then estimated the potential speedup using RLS in terms of
the number of total electronic steps (Ne) in the DFT relaxation.
Specifically, we compare the performance of RLS vs. that of
unscaled reference lattice scheme using the same optimization
approach. When QN is adopted, we find that 88 out of 169 calcula-
tions exhibit speedup upon using RLS compared to those without
lattice scaling. For CG, 79 out of 169 calculations exhibit speedup
using RLS.
Fig. 8(b) plots Ne of unscaled reference lattice scheme vs. Ne of
RLS using these two optimization schemes, in which only the
large-Ne region is depicted. In the figure, data points above the line
with slope k = 1 suggests speedup upon using RLS, whereas those
below the line with k = 1/2 suggests the Ne of RLS is at least a factor
of two greater than that of unscaled reference lattice scheme, i.e.,
RLS slows down the convergence of DFT relaxations. There are
two data points that are below the line with k = 1/2 (see Fig. 8
(b)), (i) KGe2(PO4)3 (mp-18203, R3) from LiGe2(PO4)3 (mp-
541272, R3c) (Ne ratio  2.23; DVerr  30.4%), and (ii) BaBSbS4
(mp-866301, Pnma) from KBaNbS4 (mp-16780, Pnma) (Ne ratio 
2.42; DVerr  17.1%). Both cases have negative DVerr , suggesting
the initial volume error upon RLS is larger than that without lattice
scaling.
We also compared between the two optimization schemes (QN
or CG) when RLS is applied. We find that RLS + QN performs better
than RLS + CG in 149 out of 169 calculations. Fig. 8(c) plots Ne of
RLS + CG vs. that of RLS + QN. There are two cases where Ne using
QN is a factor of two larger than that using CG (the points fall
below the line with k = 1/2), (i) BaBSbS4 (mp-866301, Pnma) from
KBaNbS4 (mp-16780, Pnma) (Ne ratio  2.12; DVerr  17.1%), and
(ii) CaCu(GeO3)2 (mp-6537, P21/c) from LiFe(GeO3)2 (mp-645305,
P21/c) (Ne ratio  2.14; DVerr  9.3%). Once again, both cases have
negative DVerr , suggesting that the initial guess of the cell volume is
worse than that without volume scaling.5. Discussion
Substitution of various species in a known crystal (reference
structure) is a common strategy for generating new structures. In
this work, we propose two lattice scaling schemes to improve such
initial guess for the structural optimization: (1) reference lattice
scaling (RLS) that requires both the derived and parent structures
as inputs, and we demonstrate that usage of ionic radii leads to
the best performance compared to the case of covalent radii; (2)
data-mined lattice scaling (DLS) which only requires a crystal
structure as input, and the knowledge regarding the origin of that
input structure is not needed.
There exist some common limitations for both the RLS and DLS
schemes proposed in this work. First, both schemes assume isotro-
pic lattice scaling. For candidate structures that have anisotropic
atomic arrangement, e.g., lithium layered transition metal oxides
Fig. 8. (a) Distribution of the initial volume error percentage (DVerr), where a positive value indicates a smaller initial volume error by RLS than that of unscaled reference
lattice scheme. (b) Ne of unscaled reference lattice scheme versus that of RLS. Here, red (green) cross markers correspond to the geometry optimizations using the CG (QN)
approach. Dashed lines with given slope values k = 1 and 1/2 are provided to help identifying the outliers, and substitutions falling below the line with k = 1/2 are labeled (see
the text for details). (c) Comparison of Ne using CG and QN optimization approaches when RLS is applied. Substitutions with high Ne(QN)/Ne(CG) ratio are labeled (see the text
for details). (For interpretation of the references to color in this figure legend, the reader is referred to the web version of this article.)
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prediction error if the anisotropy is not accurately reflected in the
original/reference structure. Second, we note that while the RLS
algorithm does consistently lead to better predictions of volume
than an ‘‘unscaled” scheme, its effect on DFT convergence speed
is much less pronounced. The speed of the convergence not only
depends on the provided initial guess of lattice parameters and
atomic positions, but is also affected by the structural optimization
approach used, e.g., CG or QN approach, and the optimization
parameters. It should be noted though that the ‘‘unscaled” scheme
still assumes that a derived structure is obtained from the mini-
mum absolute electronegativity difference substitution from a list
of crystals with the same prototype, which tend to minimize the
error in volumes even without scaling. Under the more common
situation where a new crystal is derived from any prototype avail-
able to the researcher, we expect the volume error of the ‘‘un-
scaled” scheme to be larger on average.
For RLS, we should note that the scaling factor given in Eq. (1)
does not consider the effect of atomic packing. Specifically, for
two structures with the same composition but different atomic
packings, the scaling factor is identical for both structures per Eq.
(1). Moreover, when substitution between cations and anions
occurs, RLS scheme can yield high prediction error because the
strong local structural distortion is not considered in the lattice
scaling.
For DLS, the proposed scheme does not consider the oxidation
state when estimating the distance between two atoms, which
could explain the high standard deviation of certain atom pairs.
Note that the DLS model could in theory treat different ions as dif-ferent species with no further modifications to the formalism (but
would require refitting the new parameters). However, this would
require a careful tagging of ions in the training data as well as
knowledge of oxidation state for new compounds used in predic-
tion. With the current scheme, knowledge of oxidation state is
not needed to perform a volume prediction. Fig. S8 in SI presents
a box and whisker plot that displays the 15 atom pairs that have
a standard deviation greater than 0.2 Å in the training set from
MP database. Such atom pairs that exhibit high variance in atomic
distance that may be due to different oxidation states (including
the metallic state) that are being averaged into the same species.
Finally, there are a few scenarios under which the DLS scheme
can be applied while RLS may not be applicable. (i) When the par-
ent structure is not known, i.e., for completely new structural pro-
totypes, or when one cannot match a candidate structure to known
prototypes using a cation? cation and anion? anion matching.
We should stress that the DLS scheme, like the RLS scheme, always
requires an initial crystal structure as an input for volume scaling.
(ii) DLS tends to outperform RLS scheme for molecular crystals. (iii)
When not all the ionic radii are present for the candidate structure,
RLS must utilize covalent radii as fallback while DLS does not
require knowledge of atomic radii.
6. Code availability
Both RLS and DLS schemes are implemented in Python Materi-
als Genomics (pymatgen), an open-source Python library for mate-
rials analysis. An example script for the usage of both schemes are
provided in SI.
192 I.-H. Chu et al. / Computational Materials Science 146 (2018) 184–1927. Conclusion
To summarize, we propose two lattice scaling schemes that
improve estimates of the lattice parameters of a candidate struc-
ture. The first scheme is reference lattice scaling (RLS) that requires
knowledge of reference crystal structure, while the second scheme
is data-mined lattice scaling (DLS) that employs data-mined mini-
mum atom pair distances to predict the crystal volume of the can-
didate structure. We demonstrate that both RLS and DLS can
effectively predict the crystal volume with a mean absolute error
as low as 3.8% and 8.2%, respectively.Acknowledgements
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